
System

RDF – standard configuration

•	 RDF – standard configuration:

•	 Unwind/rewind unit (3”/76mm-spindle)

•	 Web guide unit

•	 1. Flexo-/varnishing module (UV/WB, full-rotary)

•	 UV dryer system

•	 Coldfoil- and lamination-/delamination module

•	 Die cutting (full-/semi-rotary, switchable)

•	 Waste rewind (3”/76mm-spindle)

•	 Slitting unit (shear-/razor knives)
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Technical Specifications
Max. Web Width	 340mm

Max. Unwind Diameter	 700mm

Max. Upper Rewind Diameter	 600mm

Max. Lower Rewind Diameter	 600mm

Max. Die Cutting Width	 330mm

Full Rotary Max. Mechanical Speed	 120m/min

Semi-Rotary Max. Speed	 50m/min

Semi-Rotary Repeat Lenght	 100-457mm

Die Cutting Precision Accuracy	 ± 0.15mm

Power Consumption	 25kw

Air Supply	 100psi

Rating Voltage	 380V/220V 3PH+ N+ PE

Rating Current	 46A

Machine Weight	 3T

RDF/RDF plus – range of options (abstract):

•	 Hot air dryer

•	 WINK SmartGap (adjustable anvil cylinder)

•	 Crush slitting module

•	 InMouldLabel (IML)-equipment with conveyor

•	 IML-equipment with star wheel stacker

RDF plus – standard configuration

•	 Identical to RDF, however...

•	 Sheeting unit

•	 Portable conveyor (for variable repeat length)

•	 Lifting equipment/crane for cylinder exchange
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